CKN

Short Pattern Bronze Globe Valve (PN
10/16)(Fig.13.12)

Used as a shut-off valve in bilge, ballast, fuel and fresh water lines.

PRODUCT DETAILS

e  Safe Operating Temperature: -10/+120°C

e  Connection Standard: Design accordance with TS EN 1092-3
e  Material Standard: TS EN 1982

e  Suitable for PN 10/ PN 16 flange connections.

ITEM Part Name Material

1 BODY RG5(CuSn5) / RG10(CuSn10)

2 COVER RG5(CusSn5) / RG10(CuSn10)

3 SHAFT MS58(Cuzn40Pb2)

4 PACKING EDITION MS58(Cuzn40Pb2)

5 COVER NUT MS58(Cuzn40Pb2)

6 HANDWHEEL Aluminium(Etial 160)

7 DISC RG 5(CuSn5)

8 STOPPER AISI 304 / AISI 316

9 GASKET KLINGRIT(NON ASBESTOS)

10 PACKING PTFE

11 WASHER AISI 304 / AISI 316

12 NUT AISI 304 / AISI 316
DN 15 20 25 32 40 50 65 80 100
D 95 105 115 140 150 165 185 200 220
K 65 75 85 100 110 125 145 160 180
A 14 16 16 18 18 20 20 20 22

dxn 14x4 14x4 14x4 18x4 18x4 18x4 18x4 18x8 18x8
L 70 80 90 105 120 140 180 200 230
Weight (Kg) 2.25 2.90 3.75 5.55 7.00 9.00 16.00 21.00 36.00




