
     

Wafer Type Butterfly Valve(Fig.03.18) 
Butterfly valves are compact, tight-sealing valves used to control the flow of 
fluids such as gases and liquids. They require significantly less installation 
space compared to other valve types. 

PRODUCT DETAILS 
 

• Safe Operating Temperature: 120°C / 200°C 

• Connection Standard: Design accordance with PN6 / 10 / 16 / JIS 5K / JIS 10K / ANSI 150 LB 

• Working Pressure: 16 Bar 

PRODUCT SPECIFICATIONS 

 

 

 

ITEM Part Name Material 
1 BODY GG 25 / GGG 40.3  
2 SEAT EPDM  
3 SEAT  SS416 
4 DISC DI / S.S 
5 BUSHING PFTE 
6 O-RING NBR 
7 LEVER GG 25 
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Weight 
(Kg) 

350 368 267 45 27 76.9 F10 269 195 460 470 445 476 32.00 

400 400 309 50 27 86.5 F14 380 250 515 525 510 539.5 50.00 

500 480 380 50 27 127 F14 380 250 620 650 620 635 89.00 
 

ITEM Part Name Material 
1 BODY GG 25 / GGG 40 

2 SEAT EPDM(120°C) / NBR(110°C ) / PTFE(150°C ) / VITON(200°C) 

3 SEAT  SS416 

4 DISC  NICKEL PLATED / S.S / ALBRONZE / PTFE 

5 BUSHING PFTE 

6 O-RING NBR 

7 LEVER GG 25 
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TABLE 
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JIS 
5K 

 
 

JIS 
10K 

 
 

150LB 

32 125 68 30 9 33 F05 215 137 150 100 110 110 98 98 95 105 98.5 
40 125 68 30 9 33 F05 215 137 150 100 110 110 98 98 95 105 98.5 
50 129 73 30 9 42 F05 215 137 150 110 125 125 114 114 105 120 120.5 
65 137 82 30 9 44.7 F05 215 137 150 130 145 145 127 127 130 140 140 
80 144 95 30 9 45.2 F05 215 137 150 150 160 160 146 146 145 150 152.5 
100 163 109 30 11 52.1 F07 260 137 150 170 180 180 178 178 165 175 190.5 
125 179 125 30 14 54.4 F07 260 137 150 200 210 210 210 210 200 210 216 
150 198 144 30 14 55.8 F07 260 137 150 225 240 240 235 235 230 240 241.5 
200 237 173 35 17 60.6 F10 355 269 207 280 295 295 292 292 280 290 298.5 
250 281 211 35 22 65.6 F10 355 269 207 335 350 350 356 356 345 355 362 
300 318 244 35 22 76.9 F10 355 269 207 395 400 400 406 406 390 400 432 


