
                              

 
 
 
 

Stainless Steel Ball Valve (Threaded) 3PC(Fig.03.30) 
 

Hot and cold water systems, superheated water systems, 
compressed air systems, non-acidic and non-alkaline fluids 
 
 

PRODUCT DETAILS 
• Operating Temperature: -29/+220°C 

• Dimension Standard: Design accordance with TS 3148 

• Working Pressure: PN 40 

 
 

 

PRODUCT SPECIFICATIONS 

 
  
 
 
 
 
 
 
 

 
 
 

 
 
 

 

ITEM Part Name Material 
1 BODY S.S 

2 BONNET S.S 

3 LEVER S.S+VINLY PLATED 

4 SHAFT S.S 

5 BALL S.S 

6 SEALS PTFE 

7 PACKING PTFE 

 
DN 

 
Nominal Pressure 

 
15 

 
20 

 
25 

 
32 

 
40 

 
50 

G PN 40 ½’’ ¾’’ 1’’ 1 ¼’’ 1 ½’’ 2’’ 

L PN 40 75 80 90 110 120 140 

A PN 40 105 125 153 153 185 185 

H PN 40 50 52 65 70 85 93 

Weight 
(Kg) PN 40 0.50 0.90 1.20 1.90 2.80 4.40 


