
                           

 

Valve Chest(Fig.05.01) 
 

Used in lines where branch outlets are required. Two or more valves 
can be arranged in a row. One side can be blanked off on request. 
Can be manufactured in stop and stop-check valve versions. Outlet 
sizes can be one size larger. 
 

PRODUCT DETAILS 
 

• Safe Operating Temperature: -10/+120°C 

• Connection Standard: Design accordance with DIN 2501 

• Material Standard: TS 526 EN 1563 

 
 

 

 

 

PRODUCT SPECIFICATIONS 

 
  
 
 
 

 

 

 

ITEM Part Name Material 
1 MAIN BODY GG 25 / GGG 40.3 / RG 5 / RG 10 

2 SIDE BODY GG 25 / GGG 40.3 / S235JR / RG 5 /RG 10 

3 COVER GG 25 / GGG 40.3 / RG 5 / RG 10 

4 SHAFT X5CrNi 189 / RG 5 

5 BUSH RG 5 

6 DISC RG 5 

7 UNION NUT MS 58 

8 COVER BILLET RG 5 

9 HANDWHEEL GG 25 

10 WASHER S355JR 

11 NUT S355JR 

12 SETSCREW S355JR 

13 PACKING EDITION GGG 40.3 

14 PACKING PTFE 

15 GASKET NBR 

16 GASKET NBR 

17 STUD BOLT S355JR 

18 WASHER S355JR 

19 NUT S355JR 

20 STUD BOLT S355JR 

21 NUT S355JR 
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L1 Weight 
(Kg) 

L2    
Weight 

(Kg) 

50 165 125 18 18x4 425 470 190 275 29.5 37.50 

65 185 145 18 18x4 445 490 190 275 30.3 38.30 

80 200 160 20 18x8 530 580 230 300 45.7 85.15 

100 220 180 20 18x8 560 610 260 320 55.5 102.00 

125 250 210 22 18x8 620 680 290 370 78 148.00 


