
                           

 

Bilge Strainer(Fig.09.04) 
 

Used as a strainer at bilge suctions. Hot-dip galvanizing is applied to the 
materials against corrosion. 

 

PRODUCT DETAILS 

 

Hole diameters can be increased or decreased on request. Manufactured from Ø 
6 mm perforated sheet as standard. Can be manufactured fully in chrome on 
request. 

 
 

 

 

 

 

PRODUCT SPECIFICATIONS 

 
  
 
 
 
 

  

 
DN 

 
25 

 
 

32 
 

 
40 

 
50 

 
65 

 
80 

 
100 

 
125 

 
150 

 
200 

D 150 150 150 150 170 170 200 200 255 340 

D1 36 45 50 63 76 90 114 140 174 225 

H 120 120 120 120 120 120 120 120 150 170 

Weight (Kg) 2.00 2.00 2.00 2.00 2.90 2.90 3.00 3.00 4.70 8.20 

ITEM Part Name Material 

1 BODY S235JR / MS58(CuZn40Pb2) / AISI 316 / AISI 304 

2 HINGE S235JR / MS58(CuZn40Pb2) / AISI 316 / AISI 304 

3 PIN S235JR / MS58(CuZn40Pb2) / AISI 316 / AISI 304 


