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Air Ventilation Head(Fig.01.01)

Used for venting all tanks on board. The pipe volume is calculated so that the air outlet is

not obstructed. Those fitted to flammable tanks such as fuel and oil tanks are equipped
with a wire mesh. Hot-dip galvanizing is applied to the materials against corrosion. Can

also be manufactured with different flange connection sizes on request.
Class Approved (TL,BV,RMRS,RINA). Type approval available.

PRODUCT SPECIFICATIONS

e Operating Temperature: -25 / +85°C
e Connection Standard: Can be drilled according to TS EN 1092-1 / JIS B 2220 / NS
e Material Standard: TS EN 10213-2/ TS 526 EN 1563
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A-A KESITI
(A-A SBECTION)
ITEM Part Name Material
1 BODY GGG 40.3/ GSC 25/ GG 25/ AlSI 316 / RG 5
2 COVER GGG 40.3/ GSC 25/ GG 25/ AISI 316 / RG 5
3 O-RING NBR / EPDM
4 RING EDITION RG 5/RG 10
5 FIBRE EDITION RG 5/RG 10
6 FIBRE-FLAME SCREEN MESH 20 AISI 304
7 BOLT AISI 304
8 BOLT AISI 304
9 BALL THERMOPLASTIC
80 100 125 150 200 250 300
Jis PN Jis Jis PN Jis Jis PN Jis JiIs PN Jis Jis PN PN Jis JiIs PN PN Jis Jis PN PN Jis JiIs
10K 10/16 5K 10K 10/16 5K 10K 10/16 5K 10K 10/16 5K 10K 10 16 5K 10K 10 16 5K 10K 10 16 5K 10K
175 200 180 185 220 200 210 250 235 250 285 265 280 340 340 320 330 395 405 385 400 460 460 430 445
140 160 145 150 180 165 175 210 200 210 240 230 240 295 295 280 290 350 355 345 355 410 410 390 400
18 20 14 18 20 16 18 22 16 20 22 18 22 24 24 20 22 26 26 22 24 26 26 22 24
19x4 18x8 19x4 19x8 18x8 19x8 19x8 18x8 19x8 23x8 22x8 19x8 23x8 22x8 22x12 23x8 23x12 22x12 26x12 | 23x12 25x12 | 26x12 26x12 23x12 | 25x12
160 185 225 270 380 480 550
165 200 240 290 385 470 590
220 260 305 370 475 590 740
75 90 120 145 195 245 290
1 15 20 32 67 106 174



