
                           

 
 

Remote Control Rod(Fig.06.01) 
 

Used for remote operation of tank valves from the deck. It has an indicator, and 
the shaft can optionally be manufactured from CrNi (chrome nickel). 

 

PRODUCT SPECIFICATIONS 

 

• Safe Operating Temperature: -10/+120°C 

• Connection Standard: TS EN 1092 -1 / 1092-2 (DIN 2501) 

• Material Standard: TS 10213 / TS 526 EN 1563 
 

 

 

 

PRODUCT DETAILS 

 
  

                      
 
                          
 
 
 
 

 

ITEM Part Name Material 
1 BODY GG 25 / GGG 40.3 / GSC 25  

2 SHAFT  S235JR / X5CrNi189 

3 BUSH RG 5 

4 BUSH RG 5 

5 LUBRICATOR S235JR 

6 PACKING PTFE 

7 PACKING EDITION RG 5 

8 BOLT S355JR 

9 INDICATOR MS 58 / RG 5 

10 INDICATOR POINTER MS 58 / RG 5 

11 HANDWHEEL GG 25 

12 WASHER S355JR 

13 NUT S355JR 
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Weight 

(Kg) 

50 165 125 18 18x4 650 265 15.50 

65 185 145 18 18x4 665 270 16.50 

80 200 160 20 18x8 800 350 21.30 

100 220 180 20 18x8 930 390 35.50 


