
                              

 

Swing Check Valve(Fig.03.24) 
Used in hot and cold water systems and in all non-acidic fluids. 

 

PRODUCT DETAILS 
• Safe Operating Temperature: -10/+120°C 

• Connection Standard: Design accordance with TS EN 1092-1 

• Dimension Standard: Design accordance with TS EN 558 / TS 10873 

 
 

PRODUCT SPECIFICATIONS 

 
 
  
 

 
 
 

           

 

Part Name Material 
BODY GGG 40.3 / GG 25 

BONNET GGG 40.3 / GG 25 

DISC  GGG 40.3 / GG 25 / RUBBER COVERED 

SHAFT S.S 

SEAT BRASS / AISI 304 / BRONZE 

GASKET NBR / EPDM 

 
DN 

 
40 

 
50 

 
65 

 
80 

 
100 

 
125 

 
150 

 
200 

 
250 

 
300 

D 150 165 185 200 220 250 285 340 405 460 

L 180 200 240 260 300 350 400 500 600 700 

H 145 154 179 204 235 282 328 380 497 602 

k 110 125 145 160 180 210 240 295 355 410 

g 84 99 118 132 156 184 211 266 319 370 

b 18 20 20 22 24 26 26 30 32 32 

dxn 19x4 19x4 19x4 19x8 19x8 19x8 23x8 23x12 28x12 28x12 

Weight (Kg)  
6.00 

 
7.50 

 
10.50 

 
14.00 

 
20.00 

 
30.00 

 
43.00 

 
70.00 

 
120.00 

 
164.00 


