
                              

 

Dual Plate Check Valve(Fig.03.27) 
Used in hot and cold water systems, liquid fuel installations and in non-flammable, 
non-acidic and non-alkaline fluids. 

 

PRODUCT DETAILS 
• Safe Operating Temperature: -10/+120°C 

• Working Pressure: PN 16 

• Dimension Standard: Design accordance with TS 11873 

• Material Standard: TS 526 EN 1563 

 
 

PRODUCT SPECIFICATIONS 

 
 
  
 

 
 

 
 
 

 

             

                         

ITEM Part Name Material 
1 BODY GG 25 

2 DISC  GGG 40.3 / RG 5 / AISI 304 

3 SEAT EPDM 

4 SPRING S.S 

5 HING PIN S.S 

6 STOP PIN S.S 

7 DISC BEARINGS PTFE 

8 BODY BEARINGS PTFE 

9 PLUG STEEL 

10 PIN STABILIZER RUBBER 

11 EYE BOLT STEEL 

DN L D d R Weight 
(Kg) 

50 43 107 65 49 1.30 
65 46 127 80 63 1.60 
80 64 142 94 69 2.80 

100 64 162 117 97 4.00 
125 70 192 145 121 5.50 
150 76 218 170 145 8.00 
200 89 273 224 197 13.50 
250 114 328 265 234 24.40 
300 114 378 310 284 33.00 
350 127 438 360 333 46.4 
400 140 489 410 379 62.00 


